
PURCHASING ITEM 
FOR 

L-LPE COUNCIL AGENDA 

MEMO NO. ST07-022 2. Council Meeting Date: 
March 5, 2007 

TO: MAYOR & COUNCIL 

THROUGH: CITY MANAGER 

3. Date Prepared: February 5, 2007 

4. Requesting Department: Public Works 

5. SUBJECT: Award lnvitation For Bid (IFB) FS7-070-2404 for the purchase of six trucks from Freightliner 
Sterling Western Star of Arizona in an amount not to exceed $628,780. 

6. RECOMMENDATION: Recommend award of lnvitation For Bid (IFB) FS7-070-2404 for the purchase of six 
trucks from Freightliner Sterling Western Star of Arizona in an amount not to exceed $628,780. 

7. BACKGROUNDIDISCUSSION: The Streets Division has requested two 10 cubic yard dump trucks, one patch 
truck and one 2,200 gallon water truck. The dump trucks replace truck 494 (1981) and 4414 (1994). The trucks 
will be used for large street repairs and alley maintenance. The asphalt patch truck replaces the 15 year old 
patch truck 4402 and the water truck is an addition to the fleet for dust control on various projects. 

The Parks Division has requested one 5 cubic yard dump truck and one 2,200 gallon water truck. The new dump 
truck will be replacing vehicle #600 a 1986 Ford F750. The truck is used in the maintenance of all city parks in the 
hauling of material and debris. The truck is also used in the delivery of the showmobile. The water truck was a 
GAP request approved by Council for FY06107. The truck will be used to control dust on undeveloped park sites 
and park improvement projects. The account number is 101.4530.0000.631 1. 

8. EVALUATION PROCESS: On November 30, 2006, Staff issued IFB FS7-070-2404 for the purchase of six 
trucks with various bodies. The bid was advertised and all registered vendors were notified. Staff received bids 
from two companies. A summary of the bids is attached. 

Staff is recommending award to Freightliner Sterling Western Star of Arizona who submitted the low bid that was 
responsive to all the requirements. The requested amount includes an extended engine warranty and an optional 
lower window. Staff issued the IFB with the option to retrofit an existing dump body on a new chassis. However, 
after receiving bids staff recommends purchasing a new truck and dump body rather then retrofitting an existing 
dump body on a new truck. 

9. FINANCIAL IMPLICATIONS: 
Cost: $628,780 
Savings: N A 
Long Term Costs: NIA 

Fund Source: 

Account No. Fund Name: Prouram Name: CIP Funded Funds: 
712.3300.0000.6310 Capital Replacement N A Non-CIP $449,244.1 8 
712.4530.0000.631 1 Capital Replacement N A Non-CIP $84,372.52 
101.4530.0000.631 1 General Fund N A Non-CIP $95,163.30 

10. PROPOSED MOTION: Move to award Invitation For Bid (IFB) FS7-070-2404 for the purchase of six trucks 
from Freightliner Sterling Western Star of Arizona in an amount not to exceed $628,780. 

ATTACHMENT: Bid Summary 
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Bid Tab 
Cab and Chassis 

FS7-070-2404 

McCandless 
of Arizona 
$ 95,635.00 
$191,270.00 

Freightliner Stearling Western 
Star of Arizoan 
$ 93,708.00 
$ 187,416.00 

Part 1 Dump Truck 
Extended Price (2ea) 
Tax 
Total 
Delivery 
Chassis 

Eng 
Trans 
Body 

180 
lnternational 
DT 3001860 
3500RDS 
K & H  

210 
Freightliner M2 
Mercedes MBE 926 2801800 
3500RDS 
K & H  

Part 3 Patch Truck 
Tax 
Total 
Delivery 
Chassis 
Eng 
Trans 
Body 

180 210 
International Freightlinge M2 106 
DT 2601800 Mercedes MBE 926 2601800 
3500RDS 3500 RDS 
PB Patcher PB 

Part 4 5-CY Dump Truck 
Tax 
Total 
Delivery 
Chassis 
Eng 
Trans 
Body 

180 210 
International Freightliner M2 106 
DT 2601800 Mercedes MBE 926 2601800 
3500RDS 3500 RDS 
K & H  K & H  

Part 5 Water Truck Unit Price 
Extended Price (2ea) 
Tax 
Total 
Delivery 
Chassis 
Eng 
Trans 
Body 

180 
International 
DT 2601800 
3500RDS 
United Truck 

210 
Freightliner M2 106 
Mercedes MBE 926 2601800 
3500RDS 
United Truck 

84mo 100mi Engine Warranty 

Trade Ins 
#494 1981 F800 
#600 1986 F700 

Total (no trades or Warranty) 

Options Added 
Right Door Lower Window (6ea) 
Warranty (6EA) 

Total Contract Amount 

#4c - 2404 Cab and Chassis Bid Tab.xls 



ClTY OF CHANDLER PURCHASE CONTRACT 
CAB & CHASSIS WITH VARIOUS BODIES 

CONTRACT NO.: FS7-070-2404 

THIS AGREEMENT is made and entered into this day o 200 , by and between the 
City of Chandler, a Municipal Corporation of the State of Arizona, hereinafter referred to as "CITY, and 
FREIGHTLINER STERLINE WESTERN STAR OF ARIZONA, an Arizona Corporation, hereinafter referred to 
as "CONTRACTOR1'. 

NOW THEREFORE, in consideration of the mutual promises and obligations set forth herein, the parties 
hereto agree as follows: 

1. CONTRACT ADMINISTRATION AND OPERATION: 

1.1. Contract Administrator: CONTRACTOR shall act under the authority and approval of the Fleet 
Services Manager /designee (Contract Administrator), to provide the goods and merchandise required 
by this Contract. 

1.2. Ordering Instructions: Authorization for purchases under the terms and conditions of this contract will 
be made only upon issuance of a ClTY Purchase Order, a Contract Release Order or use of a City 
Procurement Card. 

2. GOODS AND MERCHANDISE TO BE PROVIDED: CONTRACTOR shall provide to ClTY the goods 
and merchandise listed on Exhibit A, attached hereto and made a part hereof by reference, at the 
prices listed on Exhibit B, all as more specifically set forth in the Specifications and details included 
therein. 

2.1. Safety Standards: All items supplied pursuant to this contract must comply with the current applicable 
occupational safety and health standards of the State of Arizona Industrial Commission, the National 
Electric Code, and the National Fire Protection Association Standards. 

2.2. Non-Discrimination. The CONTRACTOR shall comply with State Executive Order No. 99-4 and all 
other applicable City, State and Federal laws, rules and regulations, including the Americans with 
Disabilities Act. 

2.3. Product Discontinuance (Categories): In the event that a required product or model is discontinued 
by the manufacturer, CITY at its sole discretion may allow CONTRACTOR to provide a substitute for 
the discontinued item. CONTRACTOR shall request permission to substitute a new product or model 
and provide the following: 

2.3.1 A formal announcement from the manufacturer that the product or model has been discontinued. 

2.3.2 Documentation from the manufacturer that names the replacement product or model. 

2.3.3 Documentation that provides clear and convincing evidence that the replacement will be compatible 
with all the functions or uses of the discontinued product or model. 

2.3.4 Documentation confirming that the price for the replacement is the same as or less than the 
discontinued model. 

2.3.5 If requested by CITY, CONTRACTOR shall provide a sample of the replacement product. 

2.4. Licenses: CONTRACTOR shall maintain in current status all Federal, State and local licenses and 
permits required for the operation of the business conducted by CONTRACTOR as applicable to this 
contract. 
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Contract Orders: CONTRACTOR shall, in accordance with all terms and conditions of this Contract, 
fully perform and shall be obligated to comply with all contract orders received by CONTRACTOR prior 
to the expiration or termination hereof, unless otherwise directed in writing by the Contract 
Administrator, including, without limitation, all contract orders received prior to but not fully performed 
and satisfied at the expiration or termination of this Contract. 

Advertising, Publishing and Promotion of Contract: The CONTRACTOR shall not use, advertise or 
promote information for commercial benefit concerning this Contract without the prior written approval 
of the Procurement Officer. 

Compliance With Applicable Laws: CONTRACTOR shall comply with all applicable Federal, state 
and local laws. 

Payment. A separate invoice shall be issued for each shipment of goods or materials, and no payment 
will be issued prior to receipt of goods or materials and receipt of a correct invoice. 

Current Models. It is CITY'S intent to procure materials of the latest technology. All materials bid must 
be in current production and parts must be available for a minimum of five (5) years from bid date. 

Current Products. All products provided pursuant to this contract shall be in current and ongoing 
production; shall have been formally announced for general marketing purposes; shall be a model or 
type currently functioning in a user (paying customer) environment and capable of meeting or 
exceeding all specifications and requirements set forth in this solicitation. 

NewlCurrent Products. All goods, equipment, materials, parts and other components supplied 
pursuant to this Contract shall be new, or the latest model and of the most suitable grade for the 
purpose intended. 

Warranties: 

Liens: CONTRACTOR warrants that the materials supplied under this Contract are free of liens and 
shall remain free of liens. 

Quality: Unless otherwise modified elsewhere in these terms and conditions, CONTRACTOR warrants 
that, for one year after acceptance by CITY of the materials, they shall be: 

3.2.1. Of a quality to pass without objection in the trade under the Contract description; 

3.2.2. Fit for the intended purposes for which the materials are used; 

3.2.3. Within the variations permitted by the Contract and are of even kind, quantity, and quality within 
each unit and among all units; 

3.2.4. Adequately contained, packaged and marked as the Contract may require; and 

3.2.5. Conform to the written promises or affirmations of fact made by CONTRACTOR. 

Fitness: CONTRACTOR warrants that any material supplied to CITY shall fully conform to all 
requirements of the Contract and all representations of CONTRACTOR, and shall be fit for all purposes 
and uses required by the Contract. 

InspectionITesting: The warranties set forth in Section 3 herein are not affected by inspection or 
testing of or payment for the materials by CITY. 
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Warranty (Equipment). All equipment supplied under this Contract shall be fully guaranteed by 
CONTRACTOR for a minimum period of one year from the date of acceptance by CITY. Any defects of 
design, workmanship, or materials, that would result in non-compliance with the Contract specifications 
shall be fully corrected by CONTRACTOR (including parts and labor) without cost to CITY. The written 
warranty shall be included with the delivered products to the using Department. Contractor shall honor 
any manufactures warranties that exceed the one-year time limit specified. Contractor shall also honor 
any extended warranties purchased by the City. 

ACCEPTANCE AND DOCUMENTATION: All goods are subject to final inspection and acceptance by 
CITY. Material failing to meet the requirements of this Contract will be held at CONTRACTOR'S risk 
and may be returned to CONTRACTOR. If so returned, the cost of transportation, unpacking, 
inspection, repacking, reshipping or other like expenses are the responsibility of CONTRACTOR. ClTY 
may elect to do any or all of the following: Waive the non-conformance; stop the work immediately; or 
bring the material into compliance. Defective Products. All defective products shall be replaced and 
exchanged by CONTRACTOR. The cost of transportation, unpacking, inspection, repacking, 
reshipping or other like expenses shall be paid by the CONTRACTOR. All replacement products must 
be received by ClTY within seven (7) days of initial notification 

Records. The CONTRACTOR shall retain all data and other "records" relating to the acquisition and 
performance of the Contract for a period of five years after the completion of the Contract. 

Audit. At any time during the term of this Contract and five (5) years thereafter, CONTRACTOR'S 
books and records shall be subject to audit by ClTY to the extent that the books and records relate to 
the performance of the Contract or Subcontract. Upon request, CONTRACTOR shall produce a legible 
copy of any or all such records. 

Delivery. Delivery shall be made within two hundred and ten (210) calendar days after receipt of a 
Contract Purchase Order (ARO). 

PRICE: ClTY shall pay to CONTRACTOR an amount not to exceed Six Hundred and Twenty Eight 
Thousand Seven Hundred and Eighty Dollars ($628,780.00) for the completion of all the work and 
services described herein, which sum shall include all costs or expenses incurred by CONTRACTOR, 
payable as set forth in Exhibit B, attached hereto and made a part hereof by reference. 

Pricing: Prices stated include all freight, insurance, warranty costs, and any other applicable costs. 

Payment: A separate invoice shall be issued for each shipment of goods or merchandise, and no 
payment will be issued prior to receipt of material and a correct invoice. All billing invoices shall include 
delivery time, purchase order number, and contractual payment terms. Items are to be identified by the 
name, model number, contract number, line item number, and serial number if applicable. Payment. 
CONTRACTOR shall submit to the issuing department, after completion of the task or combination of 
tasks listed by the issuing departments task order, a statement of charges for the work completed 
under that task order, in conformance with the pricing schedule of this contract, the issuing department 
shall process the claim for prompt payment in accordance with the standard operating procedures of 
CITY. 

Delivery: All prices are F.O.B. Destination and include all delivery and unloading at the specified 
destinations. CONTRACTOR shall retain title and control of all goods until they are delivered and 
accepted by CITY. All risk of transportation and all related charges shall be the responsibility of 
CONTRACTOR. All claims for visible or concealed damage shall be filed by CONTRACTOR. ClTY will 
notify CONTRACTOR promptly of any damaged goods and shall assist CONTRACTOR in arranging for 
inspection. 

Risk of Loss: CONTRACTOR shall bear all loss of conforming material covered under this Contract 
until received by authorized personnel at the location designated in the purchase order or Contract. 
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Mere receipt does not constitute final acceptance. The risk of loss for nonconforming materials shall 
remain with CONTRACTOR regardless of receipt. 

TAXES: CONTRACTOR shall be solely responsible for any and all tax obligations, which may result 
out of CONTRACTOR'S performance of this Contract. ClTY shall have no obligation to pay any 
amounts for taxes, of any type, incurred by CONTRACTOR. 

Tax Credits or Exemptions: When equipment, materials or supplies generally taxable to 
CONTRACTOR are eligible for a tax exemption due to the nature of the work, CONTRACTOR shall 
assist ClTY in applying for and obtaining such tax credits and exemptions which shall be paid or 
credited to CITY. 

IRS W9 Form. In order to receive payment CONTRACTOR shall have a current I.R.S. W9 Form on file 
with CITY, unless said form is not required by law. 

TERM: The City has an existing requirement for the equipment listed on Exhibit A. The City reserves 
the right to purchase additional units as described herein within one year from award if mutually agreed 
between the City and the Contractor. 

USE OF THIS CONTRACT: 

The Contract is for the sole convenience of the City of Chandler. ClTY reserves the rights to obtain like 
goods and materials from another source to secure significant cost savings or when timely delivery 
cannot be met by CONTRACTOR. 

Cooperative Use of Contract. In addition to the City of Chandler and with approval of the contracted 
CONTRACTOR, this Contract may be extended for use by other municipalities, school districts and 
government agencies of the State. A current listing of eligible entities may be found at 
www.maricopa.~ov/materials and then click on 'Contracts', 'S.A.V.E.' listing and 'ICPA'. Any such 
usage by other entities must be in accordance with the ordinance, charter andlor procurement rules 
and regulations of the respective political entity. 

CITY'S CONTRACTUAL REMEDIES: 

Right to Assurance: If CITY in good faith has reason to believe that CONTRACTOR does not intend 
to, or is unable to perform or continue performing under this Contract, the Procurement Officer may 
demand in writing that CONTRACTOR give a written assurance of intent to perform. Failure by 
CONTRACTOR to provide written assurance within the number of Days specified in the demand may, 
at CITY'S option, be the basis for terminating the Contract under the Uniform Terms and Conditions or 
other rights and remedies available by law or provided by the contract. 

Non-exclusive Remedies: The rights and the remedies of ClTY under this Contract are not exclusive. 

Nonconforming Tender: Goods, materials or merchandise supplied under this Contract shall fully 
comply with this Contract and the specifications included herein. The delivery of goods, materials or 
merchandise or any portion thereof that do not fully comply constitutes a breach of contract. On 
delivery of nonconforming goods, materials or merchandise, ClTY may terminate the Contract for 
default under applicable termination clauses in the Contract, exercise any of its rights and remedies 
under the Uniform Commercial Code, or pursue any other right or remedy available to it. 

Right of Offset: ClTY shall be entitled to offset against any sums due to CONTRACTOR, any 
expenses or costs incurred by CITY, or damages assessed by ClTY concerning CONTRACTOR'S non- 
conforming performance or failure to perform the Contract, including costs and damages incurred by 
CITY. 
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TERMINATION: 

Termination for Convenience: ClTY reserves the right to terminate this Contract or any part thereof 
for its sole convenience with thirty (30) days written notice. CONTRACTOR shall receive payment for 
the goods and materials already shipped to CITY. 

Termination for Cause: ClTY may, upon written notice, terminate this Contract for CONTRACTOR'S 
failure to comply with the terms of this Contract. 

Termination for Misrepresentation. ClTY may, upon written notice, terminate this Contract for any 
attempt by CONTRACTOR to represent any goods or materials not specifically awarded as being under 
contract with the ClTY of Chandler. Any such action is subject to the legal and contractual remedies 
available to ClTY inclusive of, but not limited to, contract cancellation, suspension andlor debarment of 
CONTRACTOR. 

Cancellation for Conflict of Interest: Pursuant to A.R.S. § 38-51 1, ClTY may cancel this Contract 
within three (3) years after Contract execution without penalty or further obligation if any person 
significantly involved in initiating, negotiating, securing, drafting or creating the Contract on behalf of 
ClTY is or becomes at any time while the Contract or an extension of the Contract is in effect an 
employee of or a consultant to any other party to this Contract with respect to the subject matter of the 
Contract. The cancellation shall be effective when the CONTRACTOR receives written notice of the 
cancellation unless the notice specifies a later time. 

Gratuities: ClTY may, by written notice, terminate this Contract, in whole or in part, if ClTY determines 
that employment or a Gratuity was offered or made by the CONTRACTOR or a representative of the 
CONTRACTOR to any officer or employee of ClTY for the purpose of influencing the outcome of the 
procurement or securing the Contract, an amendment to the Contract, or favorable treatment 
concerning the Contract, including the making of any determination or decision about contract 
performance. CITY, in addition to any other rights or remedies, shall be entitled to recover exemplary 
damages in the amount of three times the value of the Gratuity offered by the CONTRACTOR. 

Suspension or Debarment: ClTY may, by written notice to the CONTRACTOR, immediately 
terminate this Contract if ClTY determines that the CONTRACTOR has been debarred, suspended or 
otherwise lawfully prohibited from participating in any public procurement activity, including but not 
limited to, being disapproved as a Sub-CONTRACTOR of any public procurement unit or other 
governmental body. Submittal of an offer or execution of a contract shall attest that the CONTRACTOR 
is not currently suspended or debarred. If the CONTRACTOR becomes suspended or debarred, the 
CONTRACTOR shall immediately notify CITY. 

Continuation of Performance Through Termination: The CONTRACTOR shall continue to perform, 
in accordance with the requirements of the Contract, up to the date of termination, as directed in the 
termination notice. 

No Waiver: Either party's failure to insist on strict performance of any term or condition of the Contract 
shall not be deemed a waiver of that term or condition even if the party accepting or acquiescing in the 
nonconforming performance knows of the nature of the performance and fails to object to it. 

FORCE MAJEURE: Neither party shall be responsible for delays or failures in performance resulting 
from acts beyond their control. Such acts shall include, but not be limited to, acts of God, riots, acts of 
war, epidemics, governmental regulations imposed after the fact, fire, communication line failures, 
power failures, or earthquakes. 

ALTERNATE DISPUTE RESOLUTION: Notwithstanding anything to the contrary provided elsewhere 
in the Contract documents, the alternate dispute resolution (ADR) process provided herein shall be the 
exclusive means for resolution of claims or disputes and other matters in question between CITY and 
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CONTRACTOR arising out of, or relating to the Contract documents, interpretation of the Contract, or 
the performance or the breach by any party thereto, including but not limited to, original claims or 
disputes asserted as cross claims, counterclaims, third party claims or claims for indemnity or 
subrogation, in any threatened or ongoing litigation or arbitration with third parties, if such disputes 
involve parties to contracts containing this ADR provision. 

11.1. Notice: CONTRACTOR shall submit written notice of any claim or dispute to the Contract 
Administrator within thirty (30) days of the occurrence, event or disputed response from ClTY for 
immediate resolution pursuant to these provisions. Each claim or dispute shall be submitted and 
resolved as they occur and not postponed until the end of the Contract nor lumped together with other 
pending claims. 

11.2. Forfeiture: Failure to submit a notice of any claim, dispute, or other issue within such thirty (30) days 
shall constitute CONTRACTOR'S forfeiture of its right to dispute the issue, raise the claim or make the 
request and shall also constitute CONTRACTOR'S agreement and acceptance of CITY'S position. 

11.3. ClTY Response: The Contract Administrator will provide to CONTRACTOR a written response to any 
claim, request for clarification or dispute on or before thirty (30) days from receipt of CONTRACTOR'S 
written claim. 

11.4. Appeal: If CONTRACTOR disagrees with the response of the Contract Administrator, within fifteen 
days of the date of the response by the Contract Administrator, CONTRACTOR shall file with the 
Contract Administrator, written notice of appeal. The Contract Administrator shall provide copies of all 
relevant information concerning the Contract and claim or dispute to the Assistant Management 
Services Director who will determine the appeal. The Assistant Management Services Director may 
request additional information from either party, may hold an informal informational hearing or may 
make the determination based on the information provided. The Assistant Management Services 
Director shall make a final determination of the appeal and provide written notice to CONTRACTOR 
within sixty (60) days from the date of CONTRACTOR'S written notice of appeal. 

11.5. Arbitration: If CONTRACTOR is not satisfied with the determination of the Assistant Management 
Services Director, the following binding arbitration procedure shall serve as the exclusive method to 
resolve all unresolved disputes. If CONTRACTOR chooses not to accept the decision of the Assistant 
Management Services Director, CONTRACTOR shall notify the Contract Administrator in writing within 
ten (1 0) business days of receipt of the Assistant Management Services Director's decision of a request 
for arbitration. The CONTRACTOR shall post a cash bond with the Arbitrator in the amount of $5,000, 
or a greater amount as determined by the Arbitrator, that will defray the cost of the arbitration as set 
forth in paragraph M, Fees and Costs, and proceeds from said bond shall be allocated in accordance 
with said paragraph by the Arbitrator. 

11.5.1 Arbitration Panel: The Arbitration Panel shall consist of the arbitrators selected by the parties 
involved in the dispute, (i.e., ClTY will select one arbitrator, CONTRACTOR will select one arbitrator, 
and any other CONTRACTOR who has a contract with ClTY which contains this ADR provision and is 
a party to the same dispute will also select an arbitrator), and the foregoing arbitrators shall select a 
neutral Arbitrator who will hear the matter and make a final determination, as set forth herein. 

11.5.2 Expedited Hearing: The parties have structured this procedure with the goal of providing for the 
prompt and efficient resolution of all disputes falling within the purview of this ADR process. To that 
end, any party can petition the Arbitrator to set an expedited hearing if circumstances justify it. The 
Arbitrator shall contact the parties and schedule the arbitration at the earliest possible date. In any 
event, the hearing of any dispute not expedited will commence as soon as practical, but in no event 
later than sixty (60) days after notification of request for arbitration having been submitted. This 
deadline can be extended only with the consent of all the parties to the dispute, or by decision of the 
Arbitrator upon a showing of emergency circumstances. 
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11.5.3 Procedure: The Arbitrator shall conduct the hearing that will resolve disputes in a prompt, cost 
efficient manner giving due regard to the rights of all parties. Each party shall supply to the Arbitrator a 
written pre-hearing statement, which shall contain a brief statement of the nature of the claim or 
defense, a list of witnesses and exhibits, a brief description of the subject matter of the testimony of 
each witness who will be called to testify, and an estimate as to the length of time that will be required 
for the arbitration hearing. The Arbitrator shall determine the nature and scope of discovery, if any, and 
the manner of presentation of relevant evidence consistent with the deadlines provided herein, and the 
parties' objective that disputes be resolved in a prompt and efficient manner. No discovery may be had 
of privileged materials or information. The Arbitrator, upon proper application, shall issue such orders 
as may be necessary and permissible under law to protect confidential, proprietary, or sensitive 
materials or information from public disclosure or other misuse. Any party may make application to the 
Maricopa County Superior Court to have a protective order entered as may be appropriate to conform 
to such orders of the Arbitrator. 

11.5.4 Hearing Days: To effectuate the parties' goals, the hearing once commenced, will proceed from 
business day to business day until concluded, absent a showing of emergency circumstances. 

11.5.5 Award: The Arbitrator shall within ten (10) days from the conclusion of any hearing issue its award. 
The award shall include an allocation of fees and costs pursuant to the Binding Arbitration Procedure 
paragraph herein. Any award providing for deferred payment shall include interest at the rate of ten 
(10%) percent per annum. The award is to be rendered in accordance with the Contract and the laws 
of the State of Arizona. 

A. Scope of Award: The Arbitrator shall be without authority to award punitive damages, and any such 
punitive damage award shall be void. The Arbitrator shall also be without authority to issue an award 
against any individual party in excess of $500,000, exclusive of interest, arbitration fees, costs, and 
attorney's fees. If an award is made against any individual party in excess of $50,000, exclusive of 
interest, arbitration fees, costs and attorneys' fees, it must be supported by written findings of fact, 
conclusions of law and statement as to how damages were calculated. 

B. Jurisdiction: The Arbitrator shall not be bound for jurisdictional purposes by the amount asserted in 
any party's claim, but shall conduct a preliminary hearing into the question of jurisdiction upon 
application of any party at the earliest convenient time, but not later than the commencement of the 
arbitration hearing. 

C. Entry of Judgment: Any party can make application to the Maricopa County Superior Court for 
confirmation of any award and for entry of judgment on it. 

Severance and Joinder: To reduce the possibility of inconsistent adjudications, the Arbitrator, may at 
the request of any party, join and/or sever parties, and/or claims arising under other contracts 
containing this ADR provision, and the Arbitrator may, on his own authority, join or sever parties and/or 
claims subject to this ADR process as they deem necessary for a just resolution of the dispute, 
consistent with the parties' goal of the prompt and efficient resolution of disputes. Nothing herein shall 
create the right by any party to assert claims against another party not recognized under the 
substantive law applicable to the dispute. The Arbitrator is not authorized to join to the proceeding 
parties not in privity with CITY. 

E. Appeal: Any party may appeal errors of law by the Arbitrator if, but only if, the errors arise in an award 
in excess of $100,000; the exercise by the Arbitrator of any powers contrary to or inconsistent with the 
Contract; or any of the grounds provided in A.R.S. 12-1512. Appeals shall be to the Maricopa County 
Superior Court within fifteen (15) days of entry of the award. The standard of review in such cases 
shall be that applicable to the consideration of a motion for judgment notwithstanding the verdict, and 
the Maricopa County Superior Court shall have the authority to confirm, vacate, modify or remand an 
award appealed under this section. 
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F. Uniform Arbitration Act: Except as otherwise provided herein, binding arbitration pursued under this 
provision shall be governed by the Uniform Arbitration Act as enacted in Arizona in A.R.S. 12-1501, et. 
seq. 

G. Fees and Costs: Each party shall bear its own fees and costs in connection with any informal hearing 
before the Assistant Management Services Director. All fees and costs associated with any arbitration 
before the Arbitrator, including without limitation, the Arbitrator's fees, the prevailing party's attorneys' 
fees, expert witness fees and costs, will be paid by the non-prevailing party, except as provided for 
herein. The determination of prevailing and non-prevailing parties, and the appropriate allocation of 
fees and costs, will be included in the award by the Arbitrator. 

H. Equitable Litigation: Notwithstanding any other provision of ADR to the contrary, any party may 
petition the Maricopa County Superior Court for interim equitable relief as necessary to preserve the 
status quo and prevent immediate and irreparable harm to a party or to ongoing work pending 
resolution of a dispute pursuant to ADR provided for herein. No court may order any permanent 
injunctive relief except as may be necessary to enforce an order or award entered by the Arbitrator. 
The fees and costs incurred in connection with any such equitable proceeding shall be determined and 
assessed in ADR. 

12. INDEMNIFICATION: To the fullest extent permitted by law, CONTRACTOR shall defend, indemnify 
and hold harmless the City of Chandler, its Mayor and Council, appointed boards and commissions, 
officials, officers, employees individually and collectively; from and against all losses, claims, suits, 
actions, payments and judgments, demands, expenses, damages, including consequential damages 
and loss of productivity, attorney's fees, defense costs, or actions of any kind and nature relating to, 
arising out of, or alleged to have resulted from CONTRACTOR'S work or services. CONTRACTOR'S 
duty to defend, hold harmless and indemnify the City of Chandler, its Mayor and Council, appointed 
boards and commissions, officials, officers, employees shall arise in connection with any claim or 
amounts arising or recovered under Worker Compensation Laws, damage, loss or expenses relating to, 
arising out of or alleged to have resulted from any acts, errors, mistakes, omissions, work or services in 
the performance of this Contract including any employee of CONTRACTOR, anyone directly or 
indirectly employed by them or anyone for whose acts CONTRACTOR may be liable, regardless of 
whether it is caused in part by a party indemnified hereunder, including the City of Chandler. IT IS THE 
INTENTION OF THE PARTIES to this contract that the City of Chandler, its Mayor and Council, 
appointed boards and commissions, officials, officers, employees, individually and collectively, are to be 
indemnified against their own negligence unless and except their negligence is found to be the sole 
cause of the injury to persons or damages to property. 

13. NOTICES: All notices or demands required to be given pursuant to the terms of this Contract shall be 
given to the other party in writing, delivered by hand or registered or certified mail, at the addresses set 
forth below, or to such other address as the parties may substitute by written notice given in the manner 
prescribed in this paragraph. 

In the case of CITY 
Department: Fleet Services Division 

Contact: 
Mailing Address: 
Physical Address: 

City, State, Zip 
Phone: 
FAX: 

In the case of tl 
Firm Name: 

Contact: 
Address: 
City, State, Zip 

Phone: 
FAX: 

Notices shall be deemed received on date delivered, if delivered by hand, and on the delivery date 
indicated on receipt if delivered by certified or registered mail. 
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14. GENERAL TERMS: 

14.1. Entire Agreement: This Contract, including Exhibit A & B attached hereto, constitutes the entire 
understanding of the parties and supersedes all previous representations, written or oral, with respect 
to the services specified herein. This Contract may not be modified or amended except by a written 
document, signed by authorized representatives or each party. 

14.2. Arizona Law: This Contract shall be governed and interpreted according to the laws of the State of 
Arizona. 

14.3. Assignment: Services covered by this Contract shall not be assigned in whole or in part without the 
prior written consent of CITY. 

14.4. Amendments: The Contract may be modified only through a written Contract Amendment executed 
by authorized persons for both parties. Changes to the Contract, including the addition of work or 
materials, the revision of payment terms, or the substitution of work or materials, directed by a person 
who is not specifically authorized by ClTY in writing or made unilaterally by the CONTRACTOR are 
violations of the Contract and of applicable law. Such changes, including unauthorized written Contract 
Amendments shall be void and without effect, and the CONTRACTOR shall not be entitled to any claim 
under this Contract based on those changes. 

14.5. Conflict of Interest: 

14.5.1 No Kickback: CONTRACTOR warrants that no person has been employed or retained to solicit or 
secure this Contract upon an agreement or understanding for a commission, percentage, brokerage or 
contingent fee; and that no member of City Council or any employee of ClTY has any interest, financially 
or otherwise, in the firm unless this interest has been declared pursuant to the provisions of A.R.S. Section 
38-501. Any such interests were disclosed in CONTRACTOR'S proposal to CITY. 

14.5.2 Kickback Termination: ClTY may cancel this Contract, without penalty or obligation, if any person 
significantly involved in initiating, negotiating, securing, drafting or creating the agreement on behalf of 
CITY'S departments or agencies is, at any time while the Contract or any extension of the Contract is in 
effect, an employee of any other party to the Contract in any capacity or a CONTRACTOR to any other 
party to the Contract with respect to the subject matter of the Contract. The cancellation shall be 
effective when written notice from ClTY is received by all other parties to the Contract, unless the notice 
specifies a later time (A.R.S. 538-51 1). 

14.5.3 No Conflict: CONTRACTOR stipulates that its officers and employees do not now have a conflict of 
interest and it further agrees for itself, its officers and its employees that it will not contract for or accept 
employment for the performance of any work or services with any individual business, corporation or 
government unit that would create a conflict of interest in the performance of its obligations pursuant to 
this project. 

14.6. Independent CONTRACTOR: The CONTRACTOR under this Contract is an independent contractor. 
Neither party to this Contract shall be deemed to be the employee or agent of the other party to the 
Contract. 

14.7. No Parole Evidence: This Contract is intended by the parties as a final and complete expression of 
their agreement. No course of prior dealings between the parties and no usage of the trade shall 
supplement or explain any terms used in this document and no other understanding either oral or in 
writing shall be binding. 

14.8. Authority: Each party hereby warrants and represents that it has full power and authority to enter into 
and perform this Contract, and that the person signing on behalf of each has been properly authorized 
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F e b .  22. 2007 ll:31AM 

and empowered to enter this Contract. Each party further acknowledges that it has read this Contract, 
understands it, and agrees to be bound by It. 

14.9. Award of Contract Contingent on Sale and Dellvery of Bonds. As the sole source for payment of 
the amounts due under the Contract, CITY will sell bonds and deposit the bond funds in a special fund 
to be used thereafter to pay progress payments and incidental expenses, To guard against the 
possibility that CITY wlll be unable to sell or dellver the bonds for any reason, the award of the Contract 
and the performance by ClTY of its obligations under the Contract is conditioned upon the actual sale 
and dellvery of CITY'S bonds In an amount which is sufflclent to produce the amount required to meet 
the payments due under the Contract. ClTY reserves the right to rescind the award of the Contract and 
terminate the Contract, if executed, wlthaut incurring expenses or liability for auch termination or 
rescission if it is unable to provide funding through the sale of its bonds for any reasons. 
Notwlthstandlng an award of the Contract, CONTRACTOR should not Incur any expense pursuant to 
this Contract until such time as CONTRACTOR has received notice from ClTY that bond funds are held 
by ClTY in an amount sufflclent to pay the amounts due under the Contract. 

IN WITNESS WHEREOF, the parties have hereunto subscribed their names to this 
day of 20 

FOR THE ClTY OF CHANDLER 

MAYOR 

City Clerk 

Approved as to form: 

FOR THE CONTRACTOR 

By: 
Signature 

ATTEST: If Corporation 

Secretary 

Clty Attorney SEAL 
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F e b .  28. 2007 9:  5 6 A M  No .  1 2 9 3  P. 1 

and empowered to enter this Contract, Each party further acknowledgee that it has read this Contract, 
understands It, and agrees to be bound by it. 

14.9. Award of Contract Contingent on Sale and Dellvery of Bonds, As the solit  sou^ for payment of 
the emounts due under the Contract, ClTY will Bell bonds and deposit the bond funds in a speclal fund 
to be used thereaft6r to pay progress payments and incidental expenses, To guard against the 
possiblllty that CITY will be unable to $ell or deliver the bonds for any reason, the award of the Conhct 
and the performance by CITY of its obligations under the Contract is oondltioned upon the actual sale 

- and dBlivery of CIWs bonds in an amount whlch is sufficient to produce the amount required to meet 
the payments due under the Contract. CITY reserves the rlght to rescind the award of the Contract and 
terminate the Contract, If executed, without Incurring expenses or !lablllty for such termination or 
resclsslan If It ia unable to pmvlde funding through the sale of its bonds for any reasons. 
Notwithstanding en award of the Contrad, CONTRACTOR should not Incur any expense pursuant to 
this Contract until such time as CONTRACTOR has received notice from ClTY that bond fund6 are held 
by ClTY in an amount sufficient to psy the amount8 due under the CvntMd. 

IN WITNESS WHEREOF, the parlies have hereunto subscribed their names to thls $r,i'l$!$i!$ 
> .  .84'C.,' 4#',.#$,,.., . I  , ,  , p,,, ,,,,,, day of &;;;#j;;;;,~;;~;j/;:~~tl;:;;~; 20: lt,;;/:;;,/!:dj;, 

FOR THE CITY OF CHANDLER THE CONTRACT 

By: 
MAYOR 

ATTEST: 
a ,  

City Clerk 

Approved as to form: 

Clty Attorney SEAL 



EXHIBIT A 
TECHNICAL SPECIFICATIONS 

Exhibit A, Part 1 
Tandem Chassis with Dump Body 

ITEMIMINIMUM REQUIREMENT 
Com~lv? 

Wheelbase: 
C.T. 
GVWR: 
ENGINE: 

TRANSMISSION: 

EXHAUST: 

AIR CLEANER: 

OIL FILTER: 

ELECTRONICS 

COOLING 
SYSTEM: 

BUG SCREEN: 
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21 2" Approximately 
126" Approximately 
58,000 Lbs Minimum 
Diesel Caterpillar or Cummins, International or equal, 7 Liter 
Minimum, Minimum, 800 Minimum Ft. Lb. Torque Net At 
Rated Rpm With Electronic Controls. Engine Compression 
Brake With Three-Phase Switch Or Equal. Engine Warranty 
minimum one year. Vendor Shall Specify Warranty. Include 
Throttle Lock 
Engine Bid Must Be An Acceptable Match To The 
Transmission As Certified By The Transmission 
Manufacturer. 
Allison 3500 RDS With Air To Oil Cooler or Approved Equal, 
Wide Ratio, 5-Speed Minimum, With PTO Gear, With Oil 
Level Sensor, No Retarder. 
Rated For minimum 300 H.P. Net lnput Minimum And 800 Ft. 
Lb. Torque Net lnput Minimum. Transmission Warranty 
minimum one year. Castrol Transynd To Be Installed At The 
Factory. Vendor Shall State Warranty 
Maximum diameter available, vendor shall state, 
vertical stack with shield, formed at top to prevent rain 
entering or equipped with a rain cap, height from 
ground 10' maximum. Prefer aluminized steel, 
aluminum guard, grab handle cab mounted right side. 
Heavy Duty, Maximum Available, Dual Element With 
Restriction Gauge In Cab And Vacuator. Externally Mounted 
Dry-Type Molded Rubber Sleeves At All Connections. 
Stainless Steel Clamps At All Connections. Torque Clamps, 
Single Intake 
Heavy Duty, Full Flow With Bypass, engine mounted. 
Electric Engine Oil Cooler 
Diagnostic Plug For Data Link 

ELECTRICAL 
SYSTEM: 

Y N 
Y N 
Y N 

Y N 

Y N 

Y N 

Y N 

Y N 

Y N 

Y N 

Y N 
Rough service mounting, maximum cooling available, Must 
be able to operate in temperatures of 120degrees, with 
Horton Fan Drive master or equal with ON I OFF cooling. 
Radiator- Mounted Behind Grillell4" Grid Steel Screen. Door 
Screen Material Will Not Be Acce~ted 
12 Volt, 2 Maintenance Free Batteries, 1500 CCA, Minimum, 
or Equal, Batteries Mounted Under Cab. Battery Box with 
Jump-start External Of Battery Box Or At Engine. Alternator 
Rated At 130 Amp Capacity. Starter 12-Volt With Thermal 
Over Crank Protection. Circuit Breakers With Manual Reset 
or approved equal. 

Y N 

Y N 
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Y N 

Y N 

Y N 

Y N 
Y N 

Y N 

Y N 

Y N 

Y N 

Y N 

Y N 

Y N 

Y N 

Y N 

Y N 

Y N 

Y N 

Y N 

Y N 

STEERING: 

AIR 
COMPRESSOR: 

BRAKES: 

PARKING BRAKE: 

FRONT AXLE: 
FRONT 
SUSPENSION: 

PPOPSHAFTS: 

REAR AXLES: 

REAR 
SUSPENSION: 
WHEELS: 

TIRES: 

CAB: 

CAB INTERIOR: 

FUEL TANKS: 

BUMPER: 

RADIO: 

AIR 
CONDITIONING: 
INSTRUMENTATI 
ON: 

AUTOMATIC 
WARNING 
SYSTEM: 

Power, Heavy Duty, Full Hydraulic, Tilt Wheel 

13 CFM, Minimum, Water Cooled, With Teflon Discharge 
Line Or Approved Equal. Full Air With Water FiltersIDriers, 
Automatic Drain Valve 
Bendix Antilock Brake System Or Equal. Color Coded Nylon 
Brake Lines Or Equal, Air Lines Inside Frame To Meet All 
Regulations. Front And Rear Automatic Slack Adjusters, 
Front Brake 16.5 X 6 Maximum Capacity 16k Or Approved 
Equal 
On both drive axles. 

18k Standard Track Or Approved Equal. 
Front Spring Multileaf 18k With Shocks, Steel Front Drive 
Brackets, Steel Shackle Brackets And Links Or Approved 
Equal 
Heavy Duty Driveline And Center Bearings. Full Round Dl 
Yokes Replacing '% Round Or Approved Equal. 
Tandem, Rockwell RT-40-155 Or Approved Equal, Single 
Reduction 40,000 Lb Capacity Or Approved Equal. Inter axle 
differential lock (power divider). 
40k Capacity, High articulation Tandem Truck Suspension. 

Front wheels 2, Budd type, Pilot Mount 22.5 X 9 

Rear Wheels 8 Budd type, Pilot Mount 22.5 X 8.25 
Front 2, 315 80R 22.5 20 ply Goodyear G286 or equal 

Rear 8, I I R 22.5 B 16 ply Goodyear G286 or equal 

Conventional, Insulated, With Fiberglass Tilt Hood And 
Fenders. Full Tinted Glass, Dual Air Horns, Retractable 
Power Mirrors Both Sides Approximately 7" X 16" With 
Separate 8" Convex Spot Mirrors, Grab Handles Each Side, 
Turn Signals, Marker Lights, And Reflectors To Meet All 
Regulations. Electric Horn Under Hood, Heavy Duty 
Windshield Wipers, Steps On Each Side For Entrance. 
Standard level cloth interior, Drivers side high back air seat, 
Passenger High back Fixed seat. Dual sun visors. 
70-Gallon Tank. Truck Is Driven Off Road And Need 
Maximum Ground Clearance. 
Heavy Duty, Painted Steel, Swept Back Or Equal. Two Front 
Frame Mounted Tow Hooks. 
Am-Fm Stereo. 

Maximum Available, Factory Only, Internal Cab No Roof 
Mounting. Aftermarket air not acceptable. 
Speedometer, Odometer, Oil Pressure Gauge, Water 
Temperature Gauge, Engine Hour Meter, Volt Meter, Fuel 
Gauge, Tachometer, Transmission Temperature Gauge, Dual 
Air Pressure Gauges, 
Separate Audible (Above Ambient Levels) Alarms For Low 
Engine Oil Pressure, Engine Over Temperature, Low Air 
Pressure Warning System. 
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Y N 

Y N 

Y N 

Y N 

Y N 

Y N 

Y N 

Y N 

BACK-UP ALARM: 

SUPPRESSION: 

COLOR: 

PTO: 

LIGHTS: 

PA1 NT: 

MANUALS: 

INSTALLATION 
DRAWING: 

Electric Backup Alarm, 97db Minimum. Weatherproof And 
Steam-Cleanable 
Unit Will Be Equipped With AM And Mobile Radio Noise 
Suppression Package. Electric And Electronic Components 
of The Unit Shall Not Interfere With Signals Received Or 
Transmitted By The Mobile Radio System, Nor Shall The 
Electric And Electronic Components Of The Unit Be Affected 
By The Operation Of The Mobile Transmitter Or Receiver. 
Cab, Body And Wheels - Standard White Frame - Standard 
Black. Interior - Gray 
Air Operated Hot Shift PTO With Adjustable Over speed 
Control 
Lights And Reflector Shall Meet Dot Requirements. All Lights 
Shall Be Seal Beam Or Equal. 
All Mill Scale Shall Be Removed Prior To Primer Coat And 
Two Coats, Minimum, Of Pure White Urethane Applied Or 
Equal. 
Provide operators manuals on DVD or CD format and 2 
hardcopies and CD copies of parts manual. 
Contractor to furnish installation drawing prior to body 
production for final approval by the City. 



Specification for 15 x 36 SEAR Dump body 
Note List actual dimension, capacity or product in column-on t 

ITEMIMINIMUM REQUIREMENT 

15 X 36 Semi elliptical dump body, 12 Yd Capacity 138"CT 
15 Ft lona with 36 inch sides 
54" tall front wall 
8" channel. Ionasills and X braces 
% inch AR-400 material, floor sides and ends 
Body is cross memberless design 
3 x 3" top rails mounted on diamond 
3/16 high tensil, one piece rear steel posts 
Out-board bail mount hoist with 4-stagew 156" stroke 
cylinder 
Air operated high-lift tailgate with air operated latches 
Heavy duty 311 6" full width cab-guard 
Spreader apron with chains and hooks (spreader chains are 
stored under apron when not in use) 
Heavy duty steel fenders over drive axles with anti-sail mud 
flaps at front of fenders 
LED lights and reflectors to DOT requirements - all lights 
are LED with sealed waterproof wiring harness 
Direct mount (hotshift) PTO and hydraulic pump PTO and 
body controls are air operated, hoist is cable operated with 
neutral lock mounted in tower between seats 
Return line oil filter in wet kit 
Steel hydraulic tank is mounted on side of frame with shut 
loff valves on suction and return lines 

I IBody up safety prop and indicator light 
l ~ o d ~  guides on each side of frame 
IComplete new rear hinge assembly 
l ~ l l  necessary mounting hardware 
Installed complete 
Body is prepped, primed, and painted white 
Electric tarp system with steel arms and mesh tarp installed 
complete 
Heavy duty rear hitch plate with pintel hitch (Holland PH200- 
A), D-rings, glad hands, and -/-way light socket (Truck must 
have tri air package) 
Electric brake controller with a 6-way socket at hitch plate 
Four halogen work lights (in cages to protect them) mounted 
to all four light corners with switches wired curb side and 
street side 
PSE 6105 Code 3 light bar. Mounting location to be 
determined. 

2 right 

Comply? I Dimension Actual 
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Exhibit A, Part 2 
Tandem Chassis with Retrofit of Existing Dump Body 

Iheelbase: 121 2" Approximately I Y  N 

ITEMIMINIMUM REQUIREMENT Comply 
? 

.T. 
VWR: 
NGINE: 

126" Approximately 
58.000 Lbs Minimum 

Engine Bid Must Be An Acceptable Match To The 
Transmission As Certified By The Transmission Manufacturer. 

Y N 
Y N 

Diesel Caterpillar or Cummins, International or equal, 7 Liter 
Minimum, Minimum, 800 Minimum Ft. Lb. Torque Net At Rated 
Rpm With Electronic Controls. Engine Compression Brake With 
Three-Phase Switch Or Equal. Engine Warranty minimum one 
year. Vendor Shall Specify Warranty. Include Throttle Lock 

Y N 
RANSMISSION: 

Y N 

XHAUST: 

IR CLEANER: 

IL FILTER: 

Allison 3500 RDS With Air To Oil Cooler or Approved Equal, 
Wide Ratio, 5-Speed Minimum, With PTO Gear, With Oil Level 
Sensor. No Retarder. 

ELECTRONICS 

Y N 
Rated For minimum 300 H.P. Net lnput Minimum And 800 Ft. 
Lb. Torque Net lnput Minimum. Transmission Warranty 
minimum one year. Castrol Transynd To Be Installed At The 
Factory. Vendor Shall State Warranty 
Maximum diameter available, vendor shall state, vertical 
stack with shield, formed at top to prevent rain entering 
or equipped with a rain cap, height from ground 10' 
maximum. Prefer aluminized steel, aluminum guard, 
grab handle cab mounted right side. 
Heavy Duty, Maximum Available, Dual Element With 
Restriction Gauge In Cab And Vacuator. Externally Mounted 
Dry-Type Molded Rubber Sleeves At All Connections. Stainless 
Steel Clamps At All Connections. Torque Clamps, Single Intake 
Heavy Duty, Full Flow With Bypass, engine mounted. Electric 

OOLING 
YSTEM: 

Y N 

Y N 

y N 

Engine Oil Cooler 
Diagnostic Plug For Data Link 

Rough service mounting, maximum cooling available, Must be 
able to operate in temperatures of 120degrees, with Horton 

UG SCREEN: 

LECTRICAL 

TEERING: I~ower ,  Heavy Duty, Full Hydraulic, Tilt Wheel 
I Y  N 

Y N 

YSTEM: 

Fan  rive master or equal with ON I OFF-COOI~~~.  
Radiator- Mounted Behind Grillell4" Grid Steel Screen. Door 
Screen Material Will Not Be Accepted 
12 Volt, 2 Maintenance Free Batteries, 1500 CCA, Minimum, or 
Equal, Batteries Mounted Under Cab. Battery Box with Jump- 
start External Of Battery Box Or At Engine. Alternator Rated At 
130 Amp Capacity. Starter 12-Volt With Thermal Over Crank 
Protection. Circuit Breakers With Manual Reset or approved 
equal. Multiplex Circuit 

'rotection 

Y N 

Y N 

I R 
OMPRESSOR: 
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13 CFM, Minimum, Water Cooled, With Teflon Discharge Line 
Or Approved Equal. Full Air With Water FiltersIDriers, 
Automatic Drain Valve Y N 
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Y N 

Y N 
Y N 

Y N 

Y N 

Y N 

Y N 

Y N 

Y N 

Y N 

Y N 

Y N 

Y N 

Y N 

Y N 

Y N 

Y N 

Y N 

BRAKES: 

PARKING BRAKE: 
FRONT AXLE: 
FRONT 
SUSPENSION: 

PPOPSHAFTS: 

REAR AXLES: 

REAR 
SUSPENSION: 
WHEELS: 

TIRES: 

CAB: 

CAB INTERIOR: 

FUEL TANKS: 

BUMPER: 

RADIO: 

AIR 
CONDITIONING: 
INSTRUMENTATI 
ON: 

AUTOMATIC 
WARNING 
SYSTEM: 
BACK-UP ALARM: 

Bendix Antilock Brake System Or Equal. Color Coded Nylon 
Brake Lines Or Equal, Air Lines Inside Frame To Meet All 
Regulations. Front And Rear Automatic Slack Adjusters, Front 
Brake 16.5 X 6 Maximum Capacity 16k Or Approved Equal 

On both drive axles. 
18k Standard Track Or Approved Equal. 
Front Spring Multileaf 18k With Shocks, Steel Front Drive 
Brackets, Steel Shackle Brackets And Links Or Approved 
Equal 
Heavy Duty Driveline And Center Bearings. Full Round Dl 
yokes Replacing % Round Or Approved Equal. 
Tandem, Rockwell RT-40-155 Or Approved Equal, Single 
Reduction 40,000 Lb Capacity Or Approved Equal. Inter axle 
differential lock (power divider). 
40k Capacity, High articulation Tandem Truck Suspension. 

Front wheels 2, Budd type, Pilot Mount 22.5 X 9 

Rear Wheels 8 Budd type, Pilot Mount 22.5 X 8.25 
Front 2, 315 80R 22.5 20 ply Goodyear G286 or equal 

Rear 8, I I R 22.5 B 16 ply Goodyear G286 or equal 

Conventional, Insulated, With Fiberglass Tilt Hood And 
Fenders. Full Tinted Glass, Dual Air Horns, Retractable Power 
Mirrors Both Sides Approximately 7" X 16" With Separate 8" 
Convex Spot Mirrors, Grab Handles Each Side, Turn Signals, 
Marker Lights, And Reflectors To Meet All Regulations. Electric 
Horn Under Hood, Heavy Duty Windshield Wipers, Steps On 
Each Side For Entrance. 
Standard level cloth interior, Drivers side high back air seat, 
Passenger High back Fixed seat. Dual sun visors. 
70-Gallon Tank. Truck Is Driven Off Road And Need Maximum 
Ground Clearance. 
Heavy Duty, Painted Steel, Swept Back Or Equal. Two Front 
Frame Mounted Tow Hooks. 
Am-Fm Stereo. 

Maximum Available, Factory Only, Internal Cab No Roof 
Mounting. Aftermarket air not acceptable. 
Speedometer, Odometer, Oil Pressure Gauge, Water 
Temperature Gauge, Engine Hour Meter, Volt Meter, Fuel 
Gauge, Tachometer, Transmission Temperature Gauge, Dual 
Air Pressure Gauges, 
Separate Audible (Above Ambient Levels) Alarms For Low 
Engine Oil Pressure, Engine Over Temperature, Low Air 
Pressure Warning System. 
Electric Backup Alarm, 97db Minimum. Weatherproof And 
Steam-Cleanable 



Dump Body Retro Fit Specification 
Note List actual dimension, capacity or product in column on the right 

Y N 

Y N 

Y N 

Y N 

Y N 

Y N 

Y N 

SUPPRESSION: 

COLOR: 

PTO: 

LIGHTS: 

PA1 NT: 

MANUALS: 

INSTALLATION 
DRAWING: 
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Unit Will Be Equipped With AM And Mobile Radio Noise 
Suppression Package. Electric And Electronic Components of 
The Unit Shall Not Interfere With Signals Received Or 
Transmitted By The Mobile Radio System, Nor Shall The 
Electric And Electronic Components Of The Unit Be Affected 
By The Operation Of The Mobile Transmitter Or Receiver. 
Cab, Body And Wheels - Standard White Frame - Standard 
Black. Interior - Gray 
Air Operated Hot Shift PTO With Adjustable Over speed 
Control 
Lights And Reflector Shall Meet Dot Requirements. All Lights 
Shall Be Seal Beam Or Equal. 
All Mill Scale Shall Be Removed Prior To Primer Coat And Two 
Coats, Minimum, Of Pure White Urethane Applied Or Equal. 
Provide operators manuals on DVD or CD format and 2 
hardcopies and CD copies of parts manual. 
Contractor to furnish installation drawing prior to body 
production for final approval by the City. 

Requirement 
Remove existing 15 X 36 body from vehicle 494 
Replace Hydraulic pump and hoses 
Rebuild cylinder 
Re-paint to match chassis 
Provide and install electric tarp 
Four halogen work lights (in cages to protect them) mounted to all four light 
corners with switches wired curb side and street side 
PSE 6105 Code 3 light bar. Mounting location to be determined. 

Comply? 
Y N 
Y N 
Y N 
Y N 
Y N 
Y N 

Y N 



Exhibit A, Part 3 
Chassis with Patch Body 

I ITEMIMINIMUM REQUIREMENT 

Nheelbase: 
:.A. 
S W R  
INGINE: 

189" Approximately 
120" Approximately 

TRANSMISSION: 

EXHAUST: 

41R CLEANER: 

31L FILTER: 

ELECTRONICS 

Y N 
Y N 

35,000 Lbs Minimum 
Diesel Caterpillar or Cummins, International or equal, 7 Liter 

ZOOLING 
SYSTEM: 

Y N 

Minimum, Minimum, 700 Minimum Ft. Lb. ~ o r ~ u e - ~ e t  At 
Rated Rpm With Electronic Controls. Engine Compression 
Brake With Three-Phase Switch Or Equal. Engine Warranty 
minimum one year. Vendor Shall Specify Warranty. Include 
Throttle Lock 
Engine Bid Must Be An Acceptable Match To The 
Transmission As Certified By The Transmission 
Manufacturer. 
Allison 3500 RDS With Air To Oil Cooler or Approved Equal, 
Wide Ratio, 5-Speed Minimum, With PTO Gear, With Oil 
Level Sensor, No Retarder. 
Rated For minimum 300 H.P. Net lnput Minimum And 800 
Ft. Lb. Torque Net lnput Minimum. Transmission Warranty 
minimum one year. Castrol Transynd To Be Installed At The 
Factory. Vendor Shall State Warranty 
Maximum diameter available, vendor shall state, 
vertical stack with shield, formed at top to prevent rain 
entering or equipped with a rain cap, height from 
ground 10' maximum. Prefer aluminized steel, 
aluminum guard, grab handle cab mounted right side. 
Heavy Duty, Maximum Available, Dual Element With 
Restriction Gauge In Cab And Vacuator. Externally 
Mounted Dry-Type Molded Rubber Sleeves At All 
Connections. Stainless Steel Clamps At All Connections. 
Torque Clamps, Single Intake 
Heavy Duty, Full Flow With Bypass, engine mounted. 
Electric Engine Oil Cooler 
Diagnostic Plug For Data Link 

Rough service mounting, maximum cooling available, Must 
be able to operate in temperatures of 120degrees, with I I 

3UG SCREEN: 
Horton Fan Drive master or equal with ON I OFF cooling. 
Radiator- Mounted Behind Grillel/4" Grid Steel Screen. 

ELECTRICAL 
SYSTEM: 

STEERING: I~ower ,  Heavy Duty, Full Hydraulic, Tilt Wheel I v  N I 

Y N 

Y N 

Y N 

Y N 

Y N 

Y N 

Y N 

Door Screen Material Will Not Be Accepted 
12 Volt, 2 Maintenance Free Batteries, 1500 CCA, Minimum 
or Equal, Batteries Mounted Under Cab. Battery Box with 
Jump-start External Of Battery Box Or At Engine. Alternator 
Rated At 130 Amp Capacity. Starter 12-Volt With Thermal 
Over Crank Protection. Circuit Breakers With Manual Reset 
or approved equal. 

Y N 
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Multiplex Circuit 
Protection 
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AIR 
COMPRESSOR: 

BRAKES: 

PARKING BRAKE: 

FRONT AXLE: 
FRONT 
SUSPENSION: 

PPOPSHAFTS: 

REAR AXLE: 

REAR 
SUSPENSION: 
WHEELS: 

TIRES: 

CAB: 

CAB INTERIOR: 

FUEL TANKS: 

BUMPER: 

RADIO: 

AIR 
CONDITIONING: 
INSTRUMENTATI 
ON: 

AUTOMATIC 
WARNING 
SYSTEM: 

13 CFM, Minimum, Water Cooled, With Teflon Discharge 
Line Or Approved Equal. Full Air With Water FiltersIDriers, 
Automatic Drain Valve 
Bendix Antilock Brake System Or Equal. Color Coded Nylon 
Brake Lines Or Equal, Air Lines Inside Frame To Meet All 
Regulations. Front And Rear Automatic Slack Adjusters, 
Front Brake 16.5 X 6 Maximum Capacity 16k Or Approved 
Equal 
On drive axle. 

12k Standard Track Or Approved Equal. 
Front Spring Multileaf 12k With Shocks, Steel Front Drive 
Brackets, Steel Shackle Brackets And Links Or Approved 
Equal 
Heavy Duty Driveline And Center Bearings. Full Round Dl 
Yokes Replacing W Round Or Approved Equal. 
Maritor RS23-160 Or Approved Equal, Single Reduction 
23,000 Lb Capacity Or Approved Equal. 

23k Capacity, flat leaf spring Suspension. 

Front wheels 2, Budd type, Pilot Mount 22.5 X 9 

Rear Wheels 4 Budd type, Pilot Mount 22.5 X 8.25 

Front 2, 11 R 22.5 16 Ply Goodyear G286 or equal 

Rear 4, I l R  22.5 16 Ply Goodyear G286 or equal 

Conventional, Insulated, With Fiberglass Tilt Hood And 
Fenders. Full Tinted Glass, Dual Air Horns, Retractable 
Power Mirrors Both Sides Approximately 7" X 16" With 
Separate 8" Convex Spot Mirrors, Grab Handles Each Side, 
Turn Signals, Marker Lights, And Reflectors To Meet All 
Regulations. Electric Horn Under Hood, Heavy Duty 
Windshield Wipers, Steps On Each Side For Entrance. 
Standard level cloth interior, Drivers side high back air seat, 
Passenger High back Fixed seat. Dual sun visors. 
50-Gallon Tank. Truck Is Driven Off Road And Need 
Maximum Ground Clearance. 
Heavy Duty, Painted Steel, Swept Back Or Equal. Two Front 
Frame Mounted Tow Hooks. 
Am-Fm Stereo. 

Maximum Available, Factory Only, Internal Cab No Roof 
Mounting. Aftermarket air not acceptable. 
Speedometer, Odometer, Oil Pressure Gauge, Water 
Temperature Gauge, Engine Hour Meter, Volt Meter, Fuel 
Gauge, Tachometer, Transmission Temperature Gauge, 
Dual Air Pressure Gauges, 
Separate Audible (Above Ambient Levels) Alarms For Low 
Engine Oil Pressure, Engine Over Temperature, Low Air 
Pressure Warning System. 

Y N 

Y N 

Y N 
Y N 

Y N 

Y N 

Y N 

Y N 

Y N 

Y N 

Y N 

Y N 

Y N 

Y N 

Y N 

Y N 

Y N 

Y N 

16.5"X5" Brakes 
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BACK-UP ALARM: 

SUPPRESSION: 

COLOR: 

PTO: 

LIGHTS: 

PA1 NT: 

MANUALS: 

INSTALLATION 
DRAWING: 

Electric Backup Alarm, 97db Minimum. Weatherproof And 
Steam-Cleanable 
Unit Will Be Equipped With AM And Mobile Radio Noise 
Suppression Package. Electric And Electronic Components 
of The Unit Shall Not Interfere With Signals Received Or 
Transmitted By The Mobile Radio System, Nor Shall The 
Electric And Electronic Components Of The Unit Be Affected 
By The Operation Of The Mobile Transmitter Or Receiver. 
Cab, Body And Wheels - Standard White Frame - Standard 
Black. Interior - Gray 
Air Operated Hot Shift PTO With Adjustable Over-speed 
Control 
Lights And Reflector Shall Meet Dot Requirements. All 
Lights Shall Be Seal Beam Or Equal. 
All Mill Scale Shall Be Removed Prior To Primer Coat And 
Two Coats, Minimum, Of Pure White Urethane Applied Or 
Equal. 
Provide operators manuals on DVD or CD format and 2 
hardcopies and CD copies of parts manual. 
Contractor to furnish installation drawing prior to body 
production for final approval by the City. 

Y N 

Y N 

Y N 

Y N 

Y N 

Y N 

Y N 

Y N 



Patch Body - Specifications 

ITEMIMINIMUM REQUIREMENT 
I 

CONTAINER l ~ h e  unit shall be 5-cubic yards 
Double wall constructed 
2" - 6 Ib. Density insulation throughout 
10 ga HR steel interior sides; 12 ga HR steel exterior 
Floor shall be W HR steel 
lnterior walls of loading lids have expansion corrugations 
Top loading doors are 2" double wall constructed 
All doors hydraulically operated 
Material funneled to center of container 
Hydraulic controls located at right rear corner 

RADIANT HEATER Heat tubes located under the container 
Interior heat chamber has passage ways to direct heat 
Passaae wavs se~arate from heat chamber 
Chamber totally enclosed inside container 
Burner - propane fueled 
Rating of 67,000 BTU each @ pressure of 10 psi 
Controlled by thermostat range of 100" to 300°F. 
12-volt electronic igniters 
100% fuel shut-off if burner is extinguished 
Burner area fully enclosed 

HAND TORCH Pilot with valve control 
Capacity of 200,000 BTU 
25' hose supplied 

SHOVELING Constructed of 311 6 HR steel 
APRON 

Folding bottom for material to by-pass freely 
Mounted on rear of container 

1% cubic yard capacity 
EMULSION Emulsified Asphalt spray and storage system mounted on 
SPRAY UNIT truck chassis for applying tack coat 
TANK Two compartment tank 

Storage capacity - 130 gallon emulsion and 20 gallon 
solvent 
10-ga steel with the bottom reinforced 
Curbside filler car, 
Tank dimension - 72" W x 16"L x 30"H 
4" clean out on curbside near tank bottom 
Tank shall be vented 
Removable fill basket strainer 
Y strainer at the discharge of tank before material enters the 

I pump 
Capable of switching from emulsion to solvent with one 
valve lever 

EMULSION Internal serpentine of 1" steel tubing to circulate water from 
HEATER truck engine 
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Y N 
Y N 
Y N 

Y N 
Y N 
Y N 
Y N 
Y N 
Y N 
Y N 
Y N 
Y N 

Y N 

Y N 
Y N 
Y N 
Y N 
Y N 
Y N 
Y N 

Y N 
Y N 
Y N 
Y N 
Y N 
Y N 

Y N 
Y N 
Y N 
Y N 
Y N 
Y N 
Y N 
Y N 
Y N 
Y N 
Y N 

Y N 

Y N 

Y N 

AUXILIARY 
ELECTRIC HEAT 

MOUNTING 
PUMP 

EMULSION 
SPRAY WAND 
AND HOSE 

DRIP PAN 

COMPACTOR LIFT 
PLATFORM 

TOOL BOX 
TOOL BASKET 

SPOILS BIN 

SOLVENT PUMP 

CAB CONTROLS 

ARROW BOARD 

THERMOMETER 
LPG TANK 

Truck engine-cooling system as a heat source 
Two 516" coolant hoses 
System will have a temperature control valve at the tank 
Equipped with 1 10 vac heat system 

Overnight heating, controlled by temperature sensor 
No welding on truck frames will be accepted 
Rotary gear pump. 
Output of 10 gallons per minute at 600 rpm 
Pumps shall be hydraulic driven 
All valves shall be high pressures 
It shall be remote mounted for ease of maintenance 
Mechanically actuated from the right rear of the body 
System should be plumbed to curbside rear of truck 

318" diameter, 5' long steel application want shall be 
supplied 
25' of 1/2" diameter oil resistant hose 
A brass changeable nozzle at spray tip 
Wand storage brackets 
10-gallon drip pan 1 waste oil combination 
Mounted under patcher body 
Necessary valves for draining and cleaning 
Hydraulic platform located at rear unit 

Constructed of 3/16" HR angle frame 
Lockable, 19"W x 3 6 L  x 19" H 
Angle iron framed mounted on left side of unit 
15"W x 9 6 L  x 8"H 
2 cu yard, cross frame spoils bin 
Constructed of 10 ga HR steel doors on each side to 
discharge material 
12-V DC pump 
Connected to solvent side of tank 
25' hose with wand 
Used for cleaning tools 
Inside cab controls 
Operates top lids 
(10) light board 
Arrow - left, right or both 
Mounted at rear unit 
0" - 300°F 

Four halogen work lights (in cages to protect them) 
mounted to all four light corners with switches wired 
curb side and street side 
PSE 6105 Code 3 light bar. Mounting location to be 
determined. 



Exhibit A, Part 4 
Chassis with 5 CY Dump Body 

I ITEMIMINIMUM REQUIREMENT 

Yheelbase: 155" Approximately 
>.A. 84" Approximately 
; W R :  35.000 Lbs Minimum 

l~actory. vendor Shall State warranty 

.NGINE: Diesel Caterpillar or Cummins, International or equal 7 Liter 
Minimum, Minimum, 700 Minimum Ft. Lb. Torque Net At 
Rated Rpm With Electronic Controls. Engine Compression 
Brake With Three-Phase Switch Or Equal. Engine Warranty 
minimum one year. Vendor Shall Specify Warranty. Include 
Throttle Lock 

-RANSMISSION: 

Engine Bid Must Be An Acceptable Match To The 
Transmission As Certified By The Transmission 
Manufacturer. 
Allison 3500 RDS With Air To Oil Cooler or Approved Equal, 
Wide Ratio, 5-Speed Minimum, With PTO Gear, With Oil 
Level Sensor, No Retarder. 
Rated For minimum 300 H.P. Net lnput Minimum And 800 Ft. 
Lb. Torque Net lnput Minimum. Transmission Warranty 
minimum one year. Castrol Transynd To Be Installed At The 

iXHAUST: 

4IR CLEANER: 

I IL  FILTER: 

ELECTRONICS 

Maximum diameter available, vendor shall state, 
vertical stack with shield, formed at top to prevent rain 
entering or equipped with a rain cap, height from 
ground 10' maximum. Prefer aluminized steel, 
aluminum guard, grab handle cab mounted right side. 
Heavy Duty, Maximum Available, Dual Element With 
Restriction Gauge In Cab And Vacuator. Externally Mounted 
Dry-Type Molded Rubber Sleeves At All Connections. 
Stainless Steel Clamps At All Connections. Torque Clamps, 
Single Intake 
Heavy Duty, Full Flow With Bypass, engine mounted. 
Electric Engine Oil Cooler 
Diagnostic Plug For Data Link 

;00LING 
SYSTEM: 

Rough service mounting, maximum cooling available, Must 
be able to operate in temperatures of 120degrees, with 

3UG SCREEN: 
Horton Fan Drive master or equal with ON I OFF cooling. 
Radiator- Mounted Behind Grillell4" Grid Steel Screen. Door 

iLECTRICAL 
SYSTEM: 

Multiplex Circuit 

Screen Material Will Not Be Accepted 
12 Volt, 2 Maintenance Free Batteries, 1500 CCA, Minimum, 
or Equal, Batteries Mounted Under Cab. Battery Box with 
Jump-start External Of Battery Box Or At Engine. Alternator 
Rated At 130 Amp Capacity. Starter 12-Volt With Thermal 
Over Crank Protection. Circuit Breakers With Manual Reset 
or approved equal. 
I 
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STEERING: Power, Heavy Duty, Full Hydraulic, Tilt Wheel 
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AIR 
COMPRESSOR: 

BRAKES: 

PARKING BRAKE: 

FRONT AXLE: 
FRONT 
SUSPENSION: 

PPOPSHAFTS: 

REAR AXLE: 

REAR 
SUSPENSION: 
WHEELS: 

TIRES: 

CAB: 

CAB INTERIOR: 

FUEL TANKS: 

BUMPER: 

RADIO: 

AIR 
CONDITIONING: 
INSTRUMENTATI 
ON: 

AUTOMATIC 
WARNING 
SYSTEM: 

13 CFM, Minimum, Water Cooled, With Teflon Discharge 
Line Or Approved Equal. Full Air With Water FiltersIDriers, 
Automatic Drain Valve 
Bendix Antilock Brake System Or Equal. Color Coded Nylon 
Brake Lines Or Equal, Air Lines Inside Frame To Meet All 
Regulations. Front And Rear Automatic Slack Adjusters, 
Front Brake 16.5 X 6 Maximum Capacity 16k Or Approved 
Equal 
On drive axle. 

12k Standard Track Or Approved Equal. 
Front Spring Multileaf 12k With Shocks, Steel Front Drive 
Brackets, Steel Shackle Brackets And Links Or Approved 
Equal 
Heavy Duty Driveline And Center Bearings. Full Round Dl 
Yokes Replacing % Round Or Approved Equal. 
Maritor RS23-160 Or Approved Equal, Single Reduction 
23,000 Lb Capacity Or Approved Equal. 

23k Capacity, flat leaf spring Suspension. 

Front wheels 2, Budd type, Pilot Mount 22.5 X 9 

Rear Wheels 4 Budd type, Pilot Mount 22.5 X 8.25 
Front 2, I I R 22.5 Goodyear G286 or equal 

Rear 4, I I R 22.5 Goodyear G286 or equal 

Conventional, Insulated, With Fiberglass Tilt Hood And 
Fenders. Full Tinted Glass, Dual Air Horns, Retractable 
Power Mirrors Both Sides Approximately 7" X 16" With 
Separate 8" Convex Spot Mirrors, Grab Handles Each Side, 
Turn Signals, Marker Lights, And Reflectors To Meet All 
Regulations. Electric Horn Under Hood, Heavy Duty 
Windshield Wipers, Steps On Each Side For Entrance. 
Standard level cloth interior, Drivers side high back air seat, 
Passenger High back Fixed seat. Dual sun visors. 
50-Gallon Tank. Truck Is Driven Off Road And Need 
Maximum Ground Clearance. 
Heavy Duty, Painted Steel, Swept Back Or Equal. Two Front 
Frame Mounted Tow Hooks. 
Am-Fm Stereo. 

Maximum Available, Factory Only, Internal Cab No Roof 
Mounting. Aftermarket air not acceptable. 
Speedometer, Odometer, Oil Pressure Gauge, Water 
Temperature Gauge, Engine Hour Meter, Volt Meter, Fuel 
Gauge, Tachometer, Transmission Temperature Gauge, Dual 
Air Pressure Gauges, 
Separate Audible (Above Ambient Levels) Alarms For Low 
Engine Oil Pressure, Engine Over Temperature, Low Air 
Pressure Warning System. 

Y N 

Y N 

Y N 
Y N 

Y N 

Y N 

Y N 

Y N 

Y N 

Y N 

Y N 

Y N 

Y N 

Y N 

Y N 

Y N 

Y N 

Y N 

16.5"X5" Brakes 
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BACK-UP ALARM: 

SUPPRESSION: 

COLOR: 

PTO: 

LIGHTS: 

PA1 NT: 

MANUALS: 

INSTALLATION 
DRAWING: 

Electric Backup Alarm, 97db Minimum. Weatherproof And 
Steam-Cleanable 
Unit Will Be Equipped With AM And Mobile Radio Noise 
Suppression Package. Electric And Electronic Components 
of The Unit Shall Not Interfere With Signals Received Or 
Transmitted By The Mobile Radio System, Nor Shall The 
Electric And Electronic Components Of The Unit Be Affected 
By The Operation Of The Mobile Transmitter Or Receiver. 
Cab, Body And Wheels - Standard White Frame - Standard 
Black. Interior - Gray 
Air Operated Hot Shift PTO With Adjustable Over-speed 
Control 
Lights And Reflector Shall Meet Dot Requirements. All Lights 
Shall Be Seal Beam Or Equal. 
All Mill Scale Shall Be Removed Prior To Primer Coat And 
Two Coats, Minimum, Of Pure White Urethane Applied Or 
Equal. 
Provide operators manuals on DVD or CD format and 2 
hardcopies and CD copies of parts manual. 
Contractor to furnish installation drawing prior to body 
production for final approval by the City. 

Y N 

Y N 

Y N 

Y N 

Y N 

Y N 

Y N 

Y N 



lO'X30" 5 CY SEMl ELLIPTICAL DUMP BODY 
Note List actual dimension, capacity or product in column on the right 
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ITEMlMlNlMUM REQUIREMENT 

SEMI ELIPTICAL, DEMOLITION GRADE DUMP BODY 
10 FT LONG WITH 30 IN TALL SIDES 
3/16" AR-400 MATERIAL FLOOR, SIDES AND ENDS 
8 IN CHANNEL LONG SILLS 
BODY IS X-MEMBER-LESS DESIGN 
3"X 3" BOXED TOP RAILS MOUNTED ON DIAMOND FOR DIRT 
SHEDDING 
FRONT MOUNT TELESCOPIC HOIST (doghouse style mount) 
STANDARD 112 CAB GUARD 
1/4" AR-400 SPREADER APRON WITH CHAINS 
3/16" ONE PIECE FORMED REAR POSTS WlTH RECESSED TAIL 
LIGHTS 
STANDARD SWING TAILGATE 
AIR OPERATED TAILGATE LATCHES WITH INDIVIDUAL LATCH PODS 
ON EACH HOOK, (NO LINKEGE) 
HOT SHIFT PTO WITH OVERSPEED PROTECTION AND DIRECT 
MOUNT HYD PUMP 
HOIST AND BODY CONTROLS ARE AIR OPERATEDCONTROLS ARE 
MOUNTED IN TOWER BETWEEN SEATS 
FRAME MOUNTED STEEL HYDRAULIC TANK WlTH SIGHT GLASS, 
BUILT IN 10 MICRON SCREEN AND SHUT OF VALVES ON THE 
SUCTION AND RETURN LINES 
LED LIGHTS AND REFLECTORS TO DOT REQUIREMENTS 
HEAW DUTY ANTI SAIL MUDFLAPS, FRONT AND REAR OF DRIVE 
TIRES 
BODY UP SAFTEY PROP 
BODY UP INDICATOR LIGHT 
BACK UP ALARM 
INSTALLED COMPLETE 
BODY IS PREPPED, PRIMERED, SEALED AND PAINTED WHITE 
BUTT PLATE, PINTEL HITCH, D-RINGS, &WAY LIGHT SOCKET 
PULL TARP SYSTEM WITH HEAW MESH TARP 
ELECTRIC BRAKE CONTROLER WIRED TO 6-WAY SOCKET 
36-18-18 STEEL TOOL BOX, FRAME MOUNTED 
Four halogen work lights (in cages to protect them) mounted to all four 
light corners with switches wired curb side and street side 
PSE 6105 Code 3 light bar. Mounting location to be determined. 

Comply? 
Y N 
Y N 
Y N 
Y N 
Y N 
Y N 
Y N 

Y N 
Y N 
Y N 

Y N 

Y N 
Y N 

Y N 

Y N 

Y N 

Y N 
Y N 

Y N 
Y N 
Y N 
Y N 
Y N 
Y N 
Y N 
Y N 
Y N 
Y N 

Y N 



Exhibit A, Part 5 
Chassis with 2,200 Gallon Water Truck (2 each) 

I ITEMIMINIMUM REQUIREMENT 

Nheelbase: 155" Approximately 
;.A. 84" Approximately 
3VWR: 35,000 Lbs Minimum 
ZNGINE: Diesel Caterpillar or Cummins, International or equal. Net 

Minimum At Rated Rpm, 7 Liter Minimum, Minimum, 700 
Minimum Ft. Lb. Torque Net At Rated Rpm With Electronic 
Controls. Engine Compression Brake With Three-Phase 
Switch Or Equal. Engine Warranty minimum one year. 
Vendor Shall Specify Warranty. Include Throttle Lock 
Engine Bid Must Be An Acceptable Match To The 
Transmission As Certified By The Transmission 
Manufacturer. 

TRANSMISSION: Allison 3500 RDS With Air To Oil Cooler or Approved 
Equal, Wide Ratio, 5-Speed Minimum, With PTO Gear, 
With Oil Level Sensor. No Retarder. 

:XHAUST: 

Rated For minimum 300 H.P. Net lnput Minimum And 800 
Ft. Lb. Torque Net lnput Minimum. Transmission Warranty 
minimum one year. Castrol Transynd To Be Installed At 
The Factory. Vendor Shall State Warranty 
Maximum diameter available, vendor shall state, 
vertical stack with shield, formed at top to prevent 
rain entering or equipped with a rain cap, height 
from ground 10' maximum. Prefer aluminized steel, 
aluminum guard, grab handle cab mounted right 
side. 

41R CLEANER: Heavy Duty, Maximum Available, Dual Element With 
Restriction Gauge In Cab And Vacuator. Externally 
Mounted Dry-Type Molded Rubber Sleeves At All 
Connections. Stainless Steel Clamps At All Connections. 
Torque Clamps, Single Intake 

31L FILTER: 

ELECTRONICS 

Heavy Duty, Full Flow With Bypass, engine mounted. 
Electric Engine Oil Cooler 
Diagnostic Plug For Data Link 

200LING 
SYSTEM: 

Rough service mounting, maximum cooling available, Musl 
be able to operate in temperatures of 120degrees, with 

3UG SCREEN: 
Horton Fan Drive master or equal with ON I OFF cooling. 
Radiator- Mounted Behind Grillell4" Grid Steel Screen. 

ELECTRICAL 

I 

STEERING: I~ower ,  Heavy Duty, Full Hydraulic, Tilt Wheel 

Door Screen Material Will Not Be Accepted 
12 Volt, 2 Maintenance Free Batteries, 1500 CCA, 

SYSTEM: 

I 
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Minimum, or Equal, Batteries Mounted Under Cab. 
Battery Box with Jump-start External Of Battery Box Or At 
Engine. Alternator Rated At 130 Amp Capacity. Starter 12- 
Volt With Thermal Over Crank Protection. Circuit Breakers 
With Manual Reset or approved equal. I Multiplex Circuit 

Y N Protection 



I%MPRESSOR: 
13 CFM, Minimum, Water Cooled, With Teflon Discharge 
Line Or Approved Equal. Full Air With Water FiltersIDriers, 

BRAKES: 

 FRONT AXLE: 11 2k Standard Track Or Approved Equal. 

Automatic Drain valve 
Bendix Antilock Brake System Or Equal. Color Coded 
Nylon Brake Lines Or Equal, Air Lines Inside Frame To 
Meet All Regulations. Front And Rear Automatic Slack 
Adjusters, Front Brake 16.5 X 6 Maximum Capacity 16k Or 

PARKING BRAKE: 
Approved Equal 
On drive axle. 

FRONT 
SUSPENSION: 

Front Spring Multileaf 12k With Shocks, Steel Front Drive 
Brackets, Steel Shackle Brackets And Links Or Approved 
Eaual 

PPOPSHAFTS: 

REAR AXLE: 

Heavy Duty Driveline And Center Bearings. Full Round Dl 
Yokes Replacing % Round Or Approved Equal. 
Maritor RS23-160 Or Approved Equal, Single Reduction 
23,000 Lb Capacity Or Approved Equal. 

REAR 
SUSPENSION: 
WHEELS: 

1 l ~ e a r  4, I I R 22.5 16 Ply Goodyear G286 or equal 

23k Capacity, flat leaf spring Suspension. 

Front wheels 2, Budd type, Pilot Mount 22.5 X 9 

TIRES: 
Rear Wheels 4 Budd type, Pilot Mount 22.5 X 8.25 
Front 2, I I R 22.5 16 Ply Goodyear G286 or equal 

CAB: 

CAB INTERIOR: 

Conventional, Insulated, With Fiberglass Tilt Hood And 
Fenders. Full Tinted Glass, Dual Air Horns, Retractable 
Power Mirrors Both Sides Approximately 7" X 16" With 
Separate 8" Convex Spot Mirrors, Grab Handles Each 
Side, Turn Signals, Marker Lights, And Reflectors To Meet 
All Regulations. Electric Horn Under Hood, Heavy Duty 
Windshield Wipers, Steps On Each Side For Entrance. 
Standard level cloth interior, Drivers side high back air 
seat, Passenger High back Fixed seat. Dual sun visors. 

FUEL TANKS: 

BUMPER: 

RADIO: 

50-Gallon Tank. Truck Is Driven Off Road And Need 
Maximum Ground Clearance. 
Heavy Duty, Painted Steel, Swept Back Or Equal. Two 
Front Frame Mounted Tow Hooks. 
Am-Fm Stereo. 

AIR 
CONDITIONING: 

Maximum Available, Factory Only, Internal Cab No Roof 
Mounting. Aftermarket air not acceptable. 

INSTRUMENTATI 
ON: 

Speedometer, Odometer, Oil Pressure Gauge, Water 
Temperature Gauge, Engine Hour Meter, Volt Meter, Fuel 
Gauge, Tachometer, Transmission Temperature Gauge, 

AUTOMATIC 

Y N 16.5"X5" Brakes -L 

Dual Air Pressure Gauges, 
Separate Audible (Above Ambient Levels) Alarms For Low 

WARNING 
SYSTEM: 
BACK-UP ALARM: 

Engine Oil Pressure, Engine Over Temperature, Low Air 
Pressure Warning System. 
Electric Backup Alarm, 97db Minimum. Weatherproof And 
Steam-Cleanable 
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Y N 

Y N 

Y N 

Y N 

Y N 

Y N 

Y N 

SUPPRESSION: 

COLOR: 

PTO: 

LIGHTS: 

PERFORMANCE: 

PAINT: 

MANUALS: 

INSTALLATION 
DRAWING: 

Unit Will Be Equipped With AM And Mobile Radio Noise 
Suppression Package. Electric And Electronic 
Components of The Unit Shall Not Interfere With Signals 
Received Or Transmitted By The Mobile Radio System, 
Nor Shall The Electric And Electronic Components Of The 
Unit Be Affected By The Operation Of The Mobile 
Transmitter Or Receiver. 
Cab, Body And Wheels - Standard White Frame - 
Standard Black. Interior - Gray 
Air Operated Hot Shift PTO With Adjustable Over speed 
Control 
Lights And Reflector Shall Meet Dot Requirements. All 
Lights Shall Be Seal Beam Or Equal. 
Spray at Full Pressure at 5 miles per hour, Travel at 65 
mph 
The City and contractor will meet prior to ordering of the 
chassis to optimize gearing to achieve desired speed and 
spray performance. 
All Mill Scale Shall Be Removed Prior To Primer Coat And 
Two Coats, Minimum, Of Pure White Urethane Applied Or 
Equal. 
Provide operators manuals on DVD or CD format and 2 
hardcopies and CD copies of parts manual. 
Contractor to furnish installation drawing prior to body 
production for final approval by the City. 



2,200 Water Tank Specifications 
Note List actual dimension, capacity or product in column on the right 

2404 - Agreement 
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ITEM MINIMUM REQUIREMENT COMPLY? 

Y 
Y 
Y 
Y 
Y 
Y 
Y 
Y 
Y 
Y 
Y 
Y 
Y 

Y 
Y 

Y 
Y 

Y 

Y 
Y 
Y 
Y 
Y 
Y 
Y 
Y 
Y 

N 
N 
N 
N 
N 
N 
N 
N 
N 
N 
N 
N 
N 

N 
N 

N 
N 

N 

N 
N 
N 
N 
N 
N 
N 
N 
N 

TANK: 
Size 
Baffle 
Ladder 
Manway 
Hydrant Fill 
Sight Gauge 
Fenders 
Rear Bumper 
Lights 
BU Alarm 
Coating 
Paint 
Overflow 

Top Lights 
Warranty 

PUMP & 

2,200 Gallon SC-10 tank; 3/16" A36 Mild Steel 
(1) Fitted and welded both sides 
Left side mount; OSHA approved 314" construction 
25" non-sealing wlremovable basket-type strainer 
2 112" "candy cane" wlfill hose 
Front and rear; red plastic ball indicator 
12G steel; anti-sail flaps 8" max ground clearance 
Pushblock wlstorage; 114" steel construction 
Standard DOT specifications; wiring in conduit 
Peterson 780 
Tank interior sand blasted and epoxy coated 
Tank exterior painted white to match cab 
Drainloverflow plumbed to discharge to ground 
2 Each Code 3 PSE 6105 Code 3 light bar. Mounting 
location to be determined. 
Five year tank construction warranty 

PLUMBING: 
Pump 
Drive 

Front Spray 

Rear Spray 
Side Spray 
Jet Valve 
Suction Fill 
Hose Reel 
Console 
Dump Bar 
Warranty 
Front Bumper 

Berkeley B3ZRMS 4x3 centrifugal wlmechanical seal 
Hot shift PTO 
(2) 9030 valves or equal, BC2399 sprays or equal; 12" 
above bumper 
(2) 9030 valves or equal, BC2399 or equal sprays; 
Location to be determined at pre-build meeting 
(2) 9030 valves, BC2399 sprays; standard mounting 
Hose bib, 2.5" NST ball valve mounted on right side 
Stubbed 
Manual rewind hose reel wl50' X 1.5" hose & nozzle 
Cab mounted 7-switch control console 
6" air valve to 4" bar; slot cuts on 6" centers 
One year plumbinglspray system warranty 
Bumperlguard for front spray bar 



EXHIBIT B 
PRICING 

Part 1 10 Cy Dump Truck (2ea) 
Lower Right Door Window 
Sub Total 
Tax 
7year 100,000mi Engine Warranty 
Total 
Delivery 
Chassis 

Eng 
Trans 
Body 

Part 3 Patch Truck 
Lower Right Door Window 
Sub Total 
Tax 
7year 100,000mi Engine Warranty 
Total 
Delivery 
Chassis 

Eng 
Trans 
Body 

Part 4 5-CY Dump Truck 
Lower Right Door Window 
Sub Total 
Tax 
7year 100,000mi Engine Warranty 
Total 
Delivery 
Chassis 

Eng 
Trans 
Body 

Part 6 Water Truck (2ea) 
Lower Right Door Window 
Sub Total 
Tax 
7year 100,000mi Engine Warranty 
Total 
Delivery 
Chassis 
Eng 

Unit Price Extended Price 
$ 93,708.00 $ 187,416.00 
$ 178.00 $ 356.00 
$ 93,886.00 $ 187,772.00 
$ 7,323.1 1 $ 14,646.22 
$ 1,000.00 $ 2,000.00 
$ 102,209.11 $ 204,418.22 

21 0 
Freightliner M2 
Mercedes MBE 926 2801800 
3500RDS 
K & H  

$ 10,756.67 
$ 1,000.00 
$ 149,662.67 

210 
Freightlinge M2 106 
Mercedes MBE 926 2601800 
3500 RDS 
P B 

$ 77,162.00 
$ 178.00 
$ 77,340.00 
$ 6,032.52 
$ 1,000.00 
$ 84,372.52 

21 0 
Freightliner M2 106 
Mercedes MBE 926 2601800 
3500 RDS 
K & H  

Unit Price Extended Price 
$ 87,172.00 $ 174,344.00 
$ 178.00 $ 356.00 
$ 87,350.00 $ 174,700.00 
$ 6,813.30 $ 13,626.60 
$ 1,000.00 $ 2,000.00 
$ 95,163.30 $ 190,326.60 

210 
Freightliner M2 106 
Mercedes MBE 926 2601800 
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