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CHANDLER MUNICIPAL AIRPORT
TRAFFIC PATTERN AIRSPACE & GENERALIZED FLIGHT TRACKS

- uj o - “a
Tkl ISR | 5. 5. 5. 4
EHE e A L b [
| =R o S " = S \\ m
, — 1 sk [
|
s
] \
* ) Z
%) =
= \a ~ y\ll_ x < =—
& N
/ﬂ“ " Stwey) =SANTAN-F| ‘~CFIu /_ H
TGERMANN i B~ 7 / —
. 3 L_ N \\ ﬁ /V
y 60 DNL
=
.q 5 @w@ /uuﬁﬂ% ) N
QUEEN CREEK , - _w_ I _
R - —
— LS 1
0COoTILLO| @/4 .
o Al S ' &
&
# muﬁw B _
o A
, | £ ;
 CHANDLER, Ay
HEIGHTS RD. = = |._.H_|T
= ] ~
N \ [ — == = =55
: e EF
RIGGS
RD.

)

e

a~

Chandler + Arizona

Whiere Letlooes Meeke Phe Differece

L A
N\ /

GENERAL FLIGHT TRACK

TRACKS CAN VARY BY 1/2 MILE
OR MORE ON EITHER SIDE

FAA TRAFFIC PATTERN AIRSPAGE

CITY OF CHANDLER
PLANNING AREA BOUNDARY

AIRCRAFT ALTITUDES

EXCEPT WHEN LANDING OR TAKING OFF,
AIRPLANE PILOTS ARE REQUIRED TO REMAIN AT OR
ABOVE 1,000' WHEN FLYING OVER URBAN AREAS.

EXCEPT WHEN LANDING OR TAKING OFF,
HELICOPTERS MUST MAINTAIN AN ALTITUDE
THAT ALLOWS FOR A SAFE LANDING WITHOUT
CAUSING HAZARD TO PERSONS OR PROPERTY ON
THE GROUND. CHANDLER MUNICIPAL AIRPORT
ENCOURAGES HELICOPTER PILOTS TO REMAIN AT
OR ABOVE 600' WHEN FLYING OVER URBAN AREAS
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